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1 
My prcsent invention fs a novel.and ïmproved 
holder or display card for mounting, holding; 
marketing, and shipping a series, or sers, of pre- 
determined numbers of taped screws, and. in- 
c_ludes a novel method of attaching or mounting 
the same on a tard. 
Tha invention may be utilized in combination 
with an article, such as a hinge or the like, to 
be secured by the screws mounted on the card. 
The sers of screws mounted on the card would 
includeappropriate sizes and numbrs  for attach- 
ing the article, or articles, mounted' on the caïd 
and in cooperation therewith. 
Heretofore it bas been customary to mount sers 
of screws, or the like, by attaching the threaded 
portions fo" adhesive tape, or tapes; so that the 
threads wouId be protected, and a seriesor set of 
such taped screws" could be  readily cuunted; han- 
dled, and dispensed. An appropriate number, 
 uch as four, six; or'a dozen- could be readily 
served from a length- of such tled .crews, and 
they would  be retained in taped and' assemSled 
position and thus Prevent loss, damage, and rime 
in c0untïng and handling. 
Alsç,..sucl pri0r taped screws hve ofZen' been 
stapled 0rthe Iike, t0 the Nacker or diSplaYcard; 
bu al such prior methodS,, asfar as I ara aware; 
hÇv.e eeH unsatisfactory expensive, and required 
repeted handling: Th attaching staples; or 
the like, often tore the tape and' consequently the 
screws were displaced or I0st. 
Whfle my invention is primariiy directed to 
hangling taped screws;, other similar-devicës, 
bolt, fastenings, or çhe like can be so hndlëd; 
either individual]y or in groups united by tap-; 
wire, or similar means. 
In my present improved: method of mounting 
and applying a set of.taped sc»ews,, or a plurality 
of sers or series, I uti]ize a method of attaching 
the saine directly to the display backer or  card 
itself, utilizing an integral prt of the card for 
the attaching: and. holding elerrmnt: 
My method also has the important advantae 
of an attractive disp]ay for. the taped articles 
which can be readil-y seen and_ mounte, t. shov 
te ful] numer desireff or zequired. Tlïs. is 
particularly important vhee the, taped screws 
ara mounted- on a card in association with the 
fastener, such as a hinge or other article, where 
a predetermined number of screws are necessary 
for use in the attachment of the hinge or other 
article displayed therewith. 
In carrying out my present invention I provide 
a suitab]e backer, preferably a card of sufficiently 
stiff matrial, such as cardboard, from which I 
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can provide a series of slotted portions into which 
the top of the ShankS of the taped screws may 
be readily fitted and held, and easfly removed. 
For tlïis purpoSe, I may stamp out a series of 
 fiaps from any portion of the card, or I may 
form Such .fiaps aròund the edge, particularly at 
the top or sides, and simultaneously with such 
stamping or cUtting I form the slots or openings 
into which the head and shanks of the screws 
I0 above the taped portion Can be easfly fitted. If 
desired» such cut and sçamped attaehing flgpS can 
be arranged for sers of screws of dilïerent sizes 
a.nd dimensions, as Well as a different number,. 
will be hereinafter more fully pointed out rid 
15 explained. 
My improved, method, of mounting a set, r 
sers,, of..taped screws on a combined holder and 
display card by u.tilizing an- integraI part of the 
card itseif and independently of separate fasten- 
20 ings,., staples, or-the like extra operations, and 
either with or without a hinge or other article 
to be held thereby, is a distinct: novelty in. this 
art.and I wish fo claire both the method and the 
resultant article brodl. 
25 Referring to the draw-ings illustrating pre- 
ferred embodiments-: 
Fig. 1 is. a plan view showing a display card 
witha plurality of different sizes nd quantifies of 
taped' screws attached thereto by my present 
3O meod;. 
lig. 2' is a cross-sectional view on the line 
of. i. 1; 
Fig. 3 is a plan vieW illustrating a set of taped 
scrëvs attached te the display cardin association 
35 
with  hinge for which the: set of screws may be 
used to secure the hinge; 
Fig«.  is a plan view illustrative of the process 
of. cutting tac screv-holding elements as ex- 
40 emplifled in igs. 1: and 2, and 
Fig. 5 illustrates a modification. 
It.will be appreciatedthat.mypresent invention 
is suitable for use with any size, type/ or: style: of 
fastener, particularly screw fasteners, and for:use 
45 in receiving, holding, a«ld displying any quan- 
tity or number in a set or series of such screws, 
which are united by à tape, or tapes, enclosing 
and protecting the threaded portions. The tap- 
ing of  such screws is effected very quickly and 
50 economically and in long lengths, and' from uch 
taped lengths a predetermined number, such as 
four, six, twelve, or the like can be readily severed 
and retained in assembled position by the tape. 
The tape also protects the threads and facilitates 
55 the handling of the severed quantity without loss 



and insures speedy attachment to the crd or 
holder. 
As shown in the drawings, I illustrate a holder 
comprlsing a card | of suitable dimensions and, 
preferably, of stiff cardboard, which cardboard 
can be cut out to proper size for the work de- 
sired and, simultaneously, one or more flaps are 
cut, as indicated at 2, 3, and 4, these flaps hav- 
ing the ends and one lengthwise part completely 
cut thru as indicated at 5m5 of the flap desig- 
nated as 2, see Fig. 4; and with one edge cut thru 
as indicated af , leaving attached to the card 
the remaining uncut portion, as designated at 1. 
On the completely cut-thru edge  and opening 
therefrom are also completely cut-out recesses, 
each formed with a flared opening 8 and, pref- 
erably, with an inner circular cut-out portion 
of approximately the diameter of the shank of 
the screws, which will be fltted therein. 
The flared opening 8 perrnits ready insertion 
of the set of taped screws in the flap 2 when the 
latter is turned upwardiy, as indicated in Figs. 
1 and 2, which receives the shank portion |2 of 
each screw, with the head |4 holding the saine 
in position and with the depending threaded 
portion covered by the tape |5, as clearly shown 
in Fig. 2. 
Thus when the flap 2 is turned outwardly or 
lifted from the body portion of the card |, as best 
fllustrated in Fig. 2, the set of screws held in as- 
sembled position by the tape | 5 can be readily slid 
or fltted thru the flared opening 8 for each screw 
and into the enclosing recess |0, which latter is 
substantially equal to the shank |2 of the screw 
as above noted and of less diameter than the 35 
head |4. Thus, the entire set or series of screws 
so taped are fltted simultaneously into the re- 
cesses provided therethru and are detachably 
united to the card | in an attractive displayed 
position. The uncut longitudinal edge 1 of the 40 
flap or screw-holding element 2 may, if desired, 
be perforated, grooved, or weakened slightly to 
facilitate the out-turning of the flap, but this 
optional and, in any event, retains the flap in 
permanent attachment fo the card | whfle hold- 
ing the set of taped screws in position, as shown. 
A simflar construction for different sizes and 
numbers of taped screws 20 is illustrated by the 
flap 3; and a still further differing size and hum- 
ber of taped screws 
flap 4. The opening in the cardboard behind 
each flap, as indicated af 22, 23, and 24 from 
which the flaps 2, 3, and 4 respectively bave been 
cut and bent outwardly or lifted upwardly, does 
not interfere in any way with the holding action 55 
as the tape part of each set of screws rests against 
the body of the card | below each opening, as 
clearly indicated in Fig. 2, and such openings 
rrmy also be utilized by the operator to facilitate 
the fitting of the respective screws in their ap- 
propriate notches. 
As shown in Fig. 3, I bave illustrated the com- 
bination of a screw-retaining flap 25 holding 
a set or series of taped screws, indicated af 
in the notches cut therethru in the flap 
held in assembled position by the tape 21 on a 
card 30, wherein is also attached a hinge 3| or 
other fltting or which the set of taped screws 
held in the flap 25 are provided fo cooperate 
with the screw openings $m33 in the hinge or 70 
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fltting 1, so that the same constitutes a com- 
plete holder and display unit for attractive mer- 
chandising. Such a hinge member 3| can be se- 
cured in any desired way but, preferably, by fit- 
5 ring the opposite corners of the hinge 3| thru 
diagonal slots 3535 in the ho]der 30, as shown 
in Fig. 3. 
While I prefer fo cut the holding elements 
such as 2, 3, 4, and 25 directly from the body o 
10 the card, I may if desired form such flaps on the 
top of each portion of the card, as indicated in 
" Fig. 5 in ragmentary view af 40, or entirely 
around each edge portion of the card, if desired, 
olding the saine inwardly for compactness and 
15 transportation. 
It will thus be seen that by my novel method I 
secure sers or series of taped screws quickly 
and readfly fo the integral part of the holding 
element or card, and may similarly so secure a 
20 set of screws and attached fitting with which the 
screws in size and number are fo be utilized for 
attachment of the fltting fo any article desired. 
I claim: : 
1. As a new article of manufacture, a display 
25 card in combination with a plurality of headed 
fasteners, a predetermined number of said fas- 
teners being united by two continuous tapes par- 
tially enclosing the shank portion of each fas- 
tener, said tapes being united between adjacent 
30 asteners, said display card having an integral 
slotted flap formed therefrom, said flap being 
provided with a plurality of slots in spaced rela- 
tion corresponding fo the spaced position of the 
shanks of the fasteners in said tapes, each slot 
being of less area than that of the head of a 
fastener, whereby a series of taped fasteners may 
be simultaneously applied to the slots in the flap 
of the display card, while the shanks are held 
united by said tapes. 
2. As a new article of manufacture, a display 
card in combination with a plurality of series of 
taped headed fasteners, each series being united 
by two continuous tapes partially enclosing the 
shank portion of each fastener, with the head 
projecting from the tapes, said display card be- 
ing provided with a number of slotted flaps cor- 
responding to the number of series of taped fas- 
teners to be displayed thereon, each flap having 
a series of cut-out portions in corresponding 
spaced relation to the spacing of the fasteners 
in the tapes, each cut-out being of less area than 
that of a fastener head, each cut-out having a 
flared opening into the cut-out fo facilitate the 
assembling of a plurality of taped fasteners to 
said flaps, while the shank portions are united 
by the tapes. 
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